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TWIN DIODE—POWER TETRODE 



Typical Operation with 12.6 Volts on Heater: 

Plate Voltage. 12.6 volts 

Grid-No.2 Voltage. 12.6 volts 

Grid-No.1 (Control-Grid) Voltage . 0 volts 

AF Grid-No.1 Voltage (RMS) . 1.6 volts 

Grid-No.1 Resistor . 2.2 megohms 

Grid-No. 1-Res i stor Bypass Capacitor. 1 

Zero-Signal Plate Current. 12 ma 

Zero-Signal Grid-No.2 Current. 1.5 ma 

Transconductance,. 5500 /imhos 

Plate Resistance (Approx.). 6000 ohms 

Load Resistance. 2700 ohms 

Total Harmonic Distortion. 5 % 

Max.-Signal Power Output . 20 mw 

Maximum Circuit Values: 

Grid-No.1-Circuit Resistance . 10 max. megohms 

DIODE UNITS — Two 

Maximum Ratings, Design-Center Values: 

Values are for Each Unit 

PLATE CURRENT. 5 max. ma 

PEAK HEATER-CATHODE VOLTAGE: 

Heater negative with respect to cathode. . 30 max. volts 
Heater positive with respect to cathode. . 30 max. volts 

Characteristics with 12.6 Volts on Heater: 

Diode Diode 

Unit Ho.i Unit Ho,2 

Plate Current for plate volts = 5. . 8.5 12 ma 
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